Cuddeback Solar Mounting Kit for J-Series Cameras

1. Insertincluded 12 NiMH batteries into camera. YOU MUST INSERT a
BATTERIES WITH THE CORRECT POLARITY ORIENTATION. Take your
time and do not make a mistake.

2. If camera does not power on verify battery orientation. If camera
still does not power on you will have to charge the batteries with the
included wall charger. See below.

3. Attach green solar cable to camera and solar panel as shown.

4. Cables are twist lock to prevent accidental disconnecting. Align the
locking tab, push in, then turn to lock.

5. Mount solar panel with included strap or screws (screws not
included).

6. Itis bestto aim panel to get the most sunlight. Mount tilts up 45

degrees.

Initial Battery Charge

The NiMH batteries may require an initial charge. Use the supplied wall
charger (120 VAC only) to top off the batteries.

1. Insert batteries into camera.
2. Plug charger cord into back of J camera (it is not a twist lock).

3. Plug adapter into 120 volt outlet.

4. Allow 12 hours for charging.

Warranty - Solar panel is warranted for 12 months. Mount, batteries and cables are warranted for 30 days.
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Cuddeback Solar Mounting Kit for G-Series Cameras

1. To use the solar panel with a G-Series camera requires the
AAx12 Battery Pack (sold separately, model 3518).

2. Insertincluded 12 NiMH batteries into AA battery pack. YOU

MUST INSERT BATTERIES WITH THE CORRECT POLARITY
ORIENTATION. Take your time and do not make a mistake.

3. We recommend you also install alkaline D batteries in the G
camera.

4. Attach green solar cable to the battery pack and solar panel as
shown. Cables are twist lock to prevent accidental
disconnecting. Align the locking tab, push in, then turn to lock.

5. Attach the AAx12 battery pack to the G camera with the black cable
included with the battery pack. Note - camera connector is not twist
lock.

6. Mount solar panel with included strap or screws (screws not
included).

7. ltis best to aim panel to get the most sunlight. Mount tilts up 45
degrees.

Initial Battery Charge

The NiMH batteries may require an initial charge. Use the supplied wall
charger (120 VAC only) to top off the batteries.

1. Insert batteries into AAx12 Battery Pack.
2. Plug charger cord into back of Battery Pack (it is not a twist lock).
3. Plug adapter into 120 volt outlet.

4. Allow 12 to 24 hours for charging.
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